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WARNING!  FAILURE OR IMPROPER SELECTION OR IMPROPER USE OF THE PRODUCTS AND/OR SYSTEMS DESCRIBED HEREIN OR RELATED ITEMS CAN
CAUSE DEATH, PERSONAL INJURY AND PROPERTY DAMAGE.
This document and other information from Parker Hannifin Corporation, its subsidiaries and authorized distributors provide product and/or system options for further
investigation by users having technical expertise. It is important that you analyze all aspects of your application and review the information concerning the product or system
in the current product catalog. Due to the variety of operating conditions and applications for these products or systems, the user, through its own analysis and testing, is
solely responsible for making the final selection for the products and systems and assuring that all performance, safety and warning requirements of the application are met.
The products described herein, including without limitation, product features, specifications, designs, availability and pricing, are subject to change by Parker Hannifin
Corporation and its subsidiaries at any time without notice.
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Fulflo® P Series Multi-Cartridge Filter Vessels are
designed for high flow rate where the contaminants can
be effectively removed by pleated paper (surface type)
media.

The P Vessel Series is designed for use with the Fulflo®

Flo-Pac® 718 and 736 pleated filter cartridge series.

����������������	��

■ Designed and fabricated in accordance with the ASME
Boiler and Pressure Vessel Code, U or UM stamp with
150 psi (10.3 bar) rating at 250°F (121°C).

■ Non-code design and construction (parallel to code
standards) available.

■ Mechanical coverlifts.

■ Designed for minimum pressure drop.
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■ Cartridge capacity from 1 to 36 cartridges.

■ All P models feature swing bolts for easier cleaning
and servicing.

■ O-ring seals provide positive closure sealing.

■ Standard Buna-N seal with optional Viton* elastomer,
neoprene, ethylene propylene rubber and fluoropolymer
elastomer O-rings.

■ Optional hydraulic coverlifts.
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■ Fuels
■ Lubricating Oils
■ Solvents
■ Coolants

■ Refineries
■ Hydraulic Oils
■ Rolling Mill Oils
■ Processing

Liquids
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Parker Hannifin Corporation
Process Filtration Division
P.O. Box 1300
Lebanon, Indiana 46052
Telephone  (765) 482-3900
Fax  (765) 482-8410
http://www.parker.com
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* A trademark of E. I. du Pont de Nemours & Co.

n Design Specifications
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P1-1-2F   (1) 18 36-1/8 14-7/8   8-5/8OD   8-3/16 16-3/16 5-1/16 11-5/16   7-13/16 2   180
P1-2-2F   (1) 36 54-1/8 14-7/8   8-5/8OD   8-3/16 16-3/16 5-1/16 11 5/16   7-13/16 2   200
P3-1-3F   (3) 18 39-5/16 22-1/2 15-1/16ID 13-3/8 21 6 17-7/8 14-3/4 3   405
P3-2-3F   (3) 36 57-5/16 22-1/2 15-1/16ID 13-3/8 21 6 17-7/8 14-3/4 3   465
P6-2-6F   (6) 36 65 29-1/4 20-1/16ID 16-1/2 31 6 22-9/16 19-3/4 6   790
P9-2-6F   (9) 36 67-3/16 33-3/8 24-1/16ID 18 31 6 24-3/16 23-3/4 6   985
P18-2-8F (18) 36 76-1/16 42-1/4 32-1/16ID 23-5/8 41-1/4 6 31-11/16 31-13/16 8 1570

† Add 5 in to this dimension for hydraulic coverlift.
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